
Falcon Series – High Speed



Electronic safety: the winches and control 
station have both individual and linked safety 
protocols that constantly check the system for 
errors.
Mechanical safety: all components are designed 
to withstand at least 11x the stress that occurs 
during normal operation.

CABLE LENGTH 1200 M

1D cable speed system.
Top speed of up to 70 mph.
Shotover G1 and B1 integration.
Fiber connection for winches - optional.

Sailfish is ideal for filming sports competitions at 
long distances and with a wide range of speeds: 
from athletics competitions to bicycle, horse and 
car races.

Filming at long distances with a wide range of speeds

Introduction



Dolly specifications:
Dolly speed: up to 70 mph.
Dolly weight (without batteries): 35 kg.
Power distribution in the dolly:
1x output for gimbal 30-50V (depending on 
batteries charge)
4x outputs 10-17V (depending on batteries 
charge)
Optional - stabilized power outputs for 12V or 
24V.
Forces applied to the dolly - during normal 
operation
20 kg side force. E-stop - 100 kg side force.
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Winch specifications:
Power: 400 VAC, 31 kW (3-phase 
power supply) each.
Winch weight: 310kg.  
Mounting on the floor.

Electrical control box 
specifications:
Power: 400 VAC, 7,5 kW (3-phase 
power supply) each.
Box weight: 103 kg. Independent 
internal safety protocols.

Specifications

WINCHES



The control station allows a single 
operator or a team of two to have 
complete control of all necessary 
system functions and controls.

Specifications:
Power: 220 V, 1 kW 1-phase.
Safety protocols operate in the 
background continuously to ensure 
the system is operating safely.
Up to 3000 memory presets.  
Easy-to-learn software.

Cables on the winches - Liros d-pro.
Breaking Strength - 1,300 daN
Working stretch < 1 %.
Highly UV stable and chafe resistant.
Very high breaking load with small 
diameter and very low weight

Proprietary JoyMechanix Software 
with efficient usability features. 
3-level safety protocol.
User-friendly interface with 3D 
visualization of the working area, 
3000 memory presets, path 
recording, safety zones.

The pulleys guide the carrying cables 
from the winches to the stabilized 
gimbal. They can be mounted on 
lighting masts, poles, construction 
cranes, floor elements.

Specifications

CONTROL STATION

PULLING CABLES

SOFTWARE

PULLEYS
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